Model Parameters

NK-5.0-LV2 NK-10.0-LV1 NK-16.0-LV1

Cell Type LFP
Cell Rated Capacity (Ah) 100 100 314
Cell Rated Voltage (VDC) 3.2

Battery Pack

Rated Capacity(Wh) 5120 10240 16076
DA Configuration 16S1P 16S2P 16S1P
Rated Voltage (VDC) 51.2

=

Operating Voltage Range (VDC)  44.8~57.6

T Maximum Charging Voltage(VDC) 57.6
Discharge Cut-off Voltage(VDC) 44.8
NAMKOO Charging Method cc-cv
: 16k\Wh
T e Maximum Continuous Charging Current(A) 50A 100A 155A
~", 2
1Ok h Maximum Continuous Discharging Current(A) 100A 200A 220A
5120WH -3
I D Activation Method Button Activation, Charging Activation
Parallel Connection Max. 16 packs in parallel (Series connection prohibited)
| . .
Communication RS485 / CAN / dry contact
Communication Interface RJ45
’ Charging Temperature Range 0~55C
: Intelligent Monitoring Flexible use Discharding T ture R n
Remote diagnosis, upgrade & maintenance UP to 16 parallel battery packs for flexible capacity Ischarging lemperature Range  -20~55C
i , Power Switch Rocker Switch
-
@ Reset Button Yes, Tactile Switch (on communication board)
D
. Cycle Life >6000 (70%DOD) >8000 (70%DOD)
Safe and reliable Multiple mountings Net Weigh
LFP cells with proprietary BMS for safety Wall or floor mounting options et Weight 45kg
Gross Weight (kg) 45+ 901 16+
Dimensions WxHxD (mm) 460x543%202 (*2) 460x543%x202 (*2) 463%881x271 (£2)
Protection Rating IP21
Cooling Method Natural Cooling
Installation Wall and Floor mount Wall/Floor mount (wheels optional)

Namkoo

. Temp: -10C~35C, SOC: 40%,; For long-term storage, charge/discharge every
Storage Conditions 3 months
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